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DIN-DVGW type examination certificate

field of application

owner of certificate

distributor

product category

product description

model

test reports

basis of type
examination

DVGW CERT GmbH - accredited by Deutsche Akkreditierungsstelle Technik
(DATech) in the TGA GmbH for conformity assessment of products of gas and
water supply

.
DVGW

CERT GMBH

NG-4314AN0155

registration number

products of gas supply

Flowserve Flow Control GmbH
Rudolf-Plank-StraBe 2, D-76275 Ettlingen

Flowserve Flow Control GmbH
Rudolf-Plank-StraBe 2, D-76275 Ettlingen

gas fittings: Shut-off valve for gas transmission >PN 16 (4314)

Straight pattern ball valve

FK 76 (M)
supplement test: V1112010 V3 from 05.10.2010 (TRG)

DIN EN 14141 (01.03.2004)

Deutscher

ne DVGW CERT GmbH
Akkreditierungs
Rat Josef-Wirmer-Strale 1-3

@ 53123 Bonn

Telefon: +49 228 91 88-888
Telefax: +49 228 91 88-993

DAT-ZE-009/96-02 eMail:  info@dvgw-cert.com




A-2/2

NG-4314AN0155

_gas category

remarks

fuel gases according to G260

type technical data remarks

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 65

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 80

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 100

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 125

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 150

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 200

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 250

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 300

FK 76 (M) nominal pressure rating: PN 25, 40, 63, 100; ANSI 150,
300, 400, 600
nominal diameter: DN 400

type variation explanations

FK76 M modified variation

certified components

registration no. component model/type manufacturer

NG-5113BO0020 Elastomer sealant for gas supply mains WS 258 /WS 258

and pipelines

NG-5124AQ1478 Flat sealing materials on graphit basis ®SIGRAFLEX
unverstarkt/®@SIGRAFLEX
; unverstéarkt
NG-5162AR0805 Materials for greasing of gas appliance Molykote (R) 111/Molykote
(R) 111

NG-5113BR0299 Elastomer sealant for gas supply mains NB 701/682/NB 701/682

and pipelines

NG-5113BR0412 Elastomer sealant for gas supply mains Zemo 70/Zemo 70

and pipelines

NG-5113BS0250 Elastomer sealant for gas supply mains VR 1/VR 1

and pipelines

NG-5113BT0173 Elastomer sealant for gas supply mains Vi 569/Vi 569

and pipelines

NG-5113BU0357 Elastomer sealant for gas supply mains FPM 70C5 EN 682/FPM
70C5 EN 682
NG-5113BU0408 Elastomer sealant for gas supply mains N7682/N7682

and pipelines

and pipelines

HECKER WERKE GmbH

SGL Technologies GmbH

Dow Corning GmbH
Lopigom S.r.I.

Alwin Hofert

Fabrikation von Spezialdichtungen
Alwin Hofert

Fabrikation von Spezialdichtungen
C. Otto Gehrckens GmbH & Co.
KG

SHS Dichtungen GmbH

MCM S.p.A.

hints of utilization / remarks

Component sign: CE-0036

Connections: on both sides flanges acc. to DIN EN 1092 respectively ASME B 16.5 or welding ends acc. to DIN 12627
Length: DIN EN 558 or DIN EN 12982




